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ADDENDUM 


Two-Zone Remote Keypad 
Burglar Alarm Control Center 


Cat. No. 49-451 


A 



The backup battery requirement of your alarm control 
oenter is incorrectly described in the Owner’s Manual. 



Installing the Backup Battery (Page 23) 

The alarm center requires one reohargeable 12-volt 
battery (available at your local RadioShack store) to 
power the center if AC power fails. Instead of Steps 1-3 
as ourrently listed on Page 23, follow these steps to in- 
stall the battery. 

1 . Undo the buckle on the strap inside the alarm cen- 
ter, then slide the battery inside the alarm center so 
the battery’s terminals face the alarm center’s lead 
wires (on the bottom right side). 

2. Slide the loose end of the bat- 
tery strap through the buckle 
and pull it tight to seoure the 
battery. 
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Completing and Testing the Installation 
(Page 25) 

Follow all cautions and steps as stated In this section of 
the Owner’s Manual, except in Step 5: 

5. Connect the black battery lead 
Inside the alarm center to the 
battery’s negative (-) terminal, 
and connect the red lead to the 
positive (+) terminal. 



Specifications (Page 36) 

The following specification replaces the “Backup Bat- 
teries’’ statement In the Owner’s Manual: 

Backup Battery One Rechargeable 12V, 4Ah 
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